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  Q (l/sec)

   

Q (l/min)   

    

0 30 60 90 120      Q (m
3
/h)

NPSH

h 83%

A Ø10.39"

B Ø9.45"

C Ø8.94"

Ø10.39"

Ø9.45"

Ø8.94"

82807875

82
80

78
75

72676252

LES 100-2505
6-pole, 60 Hz

ISO 9906 Annex A

Q (USgpm)

Q (USgpm)

Performance data at n=1150 rpm

Model
Power

kWHP

l/min

LES 100-2505C

LES 100-2505B

LES 100-2505A

H ft.

4.00

5.00

7.50

3.00

3.70

5.50

150

568

35.5

41.4

48.6

100

379

36

41.7

48.8

200

757

35.1

40.8

48.4

250

946

34.4

40.1

47.8

300

1136

33.4

39.1

47.1

350

1325

32

37.5

46.2

400

1514

29.8

35.6

45

450

1703

26.8

33.2

42.7

500

1893

23.5

29.8

40.2

550 600

2082 2271

-

26

37.3

-

-

33.8

USgpm.
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Technical data

Single-stage end-suction pumps

LES 100-3155
6-pole

7.5

5.5

254JM

125

D

5.00(125)

4.00(100)

5.51(140)

12.40(315)

10.71(272)

9.84(250)

8.39(213)

9.65(245)

6.30(160)

4.72(120)

15.75(400)

12.40(315)

3.15(80)

0.71(18)

6.25(159)

19.17(487)

9.49(241)

6.73(171)

5.98(152)

10.00(254)

4.25(108)

8.25(210)

10.00(254)

0.53(13.5)

416(189)

570(259)

18.64(0.528)

10

7.5

256JM

125

C

5.00(125)

4.00(100)

5.51(140)

12.40(315)

10.71(272)

9.84(250)

8.39(213)

9.65(245)

6.30(160)

4.72(120)

15.75(400)

12.40(315)

3.15(80)

0.71(18)

6.25(159)

20.83(529)

9.49(241)

6.73(171)

5.98(152)

10.00(254)

4.25(108)

10.00(254)

10.00(254)

0.53(13.5)

445(202)

599(272)

18.64(0.528)

12.5

9.3

256JM

125

B

5.00(125)

4.00(100)

5.51(140)

12.40(315)

10.71(272)

9.84(250)

8.39(213)

9.65(245)

6.30(160)

4.72(120)

15.75(400)

12.40(315)

3.15(80)

0.71(18)

6.25(159)

20.83(529)

9.49(241)

6.73(171)

5.98(152)

10.00(254)

4.25(108)

10.00(254)

10.00(254)

0.53(13.5)

457(208)

611(278)

18.64(0.528)

Power

Frame

ANSI flange

Code for Impeller diameter

DNs

Dnd

a

h2

L

h1

G1

G2

m1

m2

n1

n2

b

s

D

LB

AD

AG

LL

BD

BA

2F

2E

H

Net Weight

Gross Weight

Volume

(hp)

(kw)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

lbs(kg)

lbs(kg)

ft³(m³)

15

11

284JM

125

A

5.00(125)

4.00(100)

5.51(140)

12.40(315)

10.71(272)

9.84(250)

8.39(213)

9.65(245)

6.30(160)

4.72(120)

15.75(400)

12.40(315)

3.15(80)

0.71(18)

7.00(178)

23.70(602)

11.57(294)

10.35(263)

7.68(195)

14.00(356)

4.76(121)

9.50(241)

11.00(279)

0.53(13.5)

636(289)

815(370)

24.05(0.681)
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6-pole
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Single-stage end-suction pumps

145

0 500 1000 1500 2000 2500   

0 10 20 30 40

0 50 100 150 200 250 300 350 400 450 500 550 600 650

0

2

4

6

8

10

12

P
k

W

0

3

6

9

12

15

P
H

P

0 50 100 150 200 250 300 350 400 450 500 550 600 650

0

20

40

60

80

100

H
ft

.

0

5

10

15

20

25

30

H
m

ts
.

  Q (l/sec)

 

Q (l/min)   

  

0 30 60 90 120 150      Q (m
3
/h)

NPSH

 

h 73%

A Ø12.95"

B Ø12.64"

C Ø11.77"

D Ø10.67"

7270

65
60

72
70

65

60

50

Ø12.95"

Ø12.64"

Ø11.77"

Ø10.67"

LES 100-3155
6-pole, 60 Hz

ISO 9906 Annex A

Q (USgpm)

Q (USgpm)

Performance data at n=1150 rpm

Model
Power

kWHP

l/min

LES 100-3155D

LES 100-3155C

LES 100-3155B

LES 100-3155A

H ft.

7.50

10.0

12.5

15.0

5.50

7.50

9.30

11.0

250

946757

49.4

62.1

73

77.8

50

63

73.6

78.5

200 300

1136

48.1

60.7

71.8

76.8

350

1325

46.1

58.8

70.3

75.3

400

1514

43.5

56.3

68

73.2

450

1703

40.2

53.4

65.1

70.7

500

1893

35.7

49.4

61.5

67.6

550

2082

28.8

44.4

57.3

63.8

600

2271

-

38.1

51.9

58.8

650 700

2461 2650

-

-

45.4

53

-

-

-

45.4

USgpm.
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Technical data

Single-stage end-suction pumps

LES 100-4005
6-pole

15

11

284JM

125

D

5.00(125)

4.00(100)

5.51(140)

13.98(355)

11.10(282)

11.02(280)

10.00(254)

10.98(279)

7.87(200)

5.91(150)

19.69(500)

15.75(400)

3.94(100)

0.87(22)

7.00(178)

23.70(602)

11.57(294)

10.35(263)

7.68(195)

14.00(356)

4.76(121)

9.50(241)

11.00(279)

0.53(13.5)

697(317)

875(398)

24.05(0.681)

20

15

286JM

125

C

5.00(125)

4.00(100)

5.51(140)

13.98(355)

11.10(282)

11.02(280)

10.00(254)

10.98(279)

7.87(200)

5.91(150)

19.69(500)

15.75(400)

3.94(100)

0.87(22)

7.00(178)

25.24(641)

11.57(294)

10.35(263)

7.68(195)

14.00(356)

4.76(121)

11.00(279)

11.00(279)

0.53(13.5)

755(343)

933(424)

24.05(0.681)

25

18.5

324JM

125

B

5.00(125)

4.00(100)

5.51(140)

13.98(355)

11.10(282)

11.02(280)

10.00(254)

10.98(279)

7.87(200)

5.91(150)

19.69(500)

15.75(400)

3.94(100)

0.87(22)

8.00(203)

27.09(688)

12.05(306)

10.35(263)

7.68(195)

14.00(356)

5.25(133)

10.50(267)

12.50(318)

0.66(17)

871(396)

1052(478)

24.48(0.693)

30

22

326JM

125

A

5.00(125)

4.00(100)

5.51(140)

13.98(355)

11.10(282)

11.02(280)

10.00(254)

10.98(279)

7.87(200)

5.91(150)

19.69(500)

15.75(400)

3.94(100)

0.87(22)

8.00(203)

27.09(688)

12.05(306)

10.35(263)

7.68(195)

14.00(356)

5.25(133)

12.00(305)

12.50(318)

0.66(17)

897(408)

1077(490)

24.48(0.693)

Power

Frame

ANSI flange

Code for Impeller diameter

DNs

Dnd

a

h2

L

h1

G1

G2

m1

m2

n1

n2

b

s

D

LB

AD

AG

LL

BD

BA

2F

2E

H

Net Weight

Gross Weight

Volume

(hp)

(kw)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

lbs(kg)

lbs(kg)

ft³(m³)
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Single-stage end-suction pumps
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  Q (l/sec)

 

Q (l/min)   

    

0 50 100 150      Q (m
3
/h)

NPSH

 

h 74%

A Ø16.30"

B Ø15.51"

C Ø14.57"

D Ø13.27"

Ø16.30"

Ø15.51"

Ø14.57"

Ø13.27"

68666252

73

70
68

66

70

73

64

LES 100-4005
6-pole, 60 Hz

ISO 9906 Annex A

Q (USgpm)

Q (USgpm)

Performance data at n=1150 rpm

Model
Power

kWHP

l/min

100

379

200

757

300

1136

400

1514

500

1893

600

2271

700 800

2650 3028

LES 100-4005D

LES 100-4005C

LES 100-4005B

LES 100-4005A

H ft.

15.0

20.0

25.0

30.0

11.0

15.0

18.5

22.0

87.5

103.8

117.5

128.6

86.7

103.5

117.5

127.9

85.3

102.6

116.5

126.3

81.6

100.2

114

124.2

75.6

95.3

109.4

120.2

67.1

87.3

102.7

114.5

54.4

76

92.1

105.4

-

-

78.5

93.6

USgpm.
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Technical data

Single-stage end-suction pumps

LES 125-2505
6-pole

5

3.7

215JM

125

C

6.00(150)

5.00(125)

5.51(140)

13.98(355)

10.31(262)

9.84(250)

8.11(206)

9.84(250)

6.30(160)

4.72(120)

15.75(400)

12.40(315)

3.15(80)

0.71(18)

-

16.42(417)

7.40(188)

5.16(131)

5.16(131)

8.86(225)

-

-

-

-

388(177)

531(242)

16.53(0.468)

7.5

5.5

254JM

125

B

6.00(150)

5.00(125)

5.51(140)

13.98(355)

10.71(272)

9.84(250)

8.11(206)

9.84(250)

6.30(160)

4.72(120)

15.75(400)

12.40(315)

3.15(80)

0.71(18)

6.25(159)

19.17(487)

9.49(241)

6.73(171)

5.98(152)

10.00(254)

4.25(108)

8.25(210)

10.00(254)

0.53(13.5)

446(203)

600(273)

18.64(0.528)

10

7.5

256JM

125

A

6.00(150)

5.00(125)

5.51(140)

13.98(355)

10.71(272)

9.84(250)

8.11(206)

9.84(250)

6.30(160)

4.72(120)

15.75(400)

12.40(315)

3.15(80)

0.71(18)

6.25(159)

20.83(529)

9.49(241)

6.73(171)

5.98(152)

10.00(254)

4.25(108)

10.00(254)

10.00(254)

0.53(13.5)

474(216)

628(286)

18.64(0.528)

Power

Frame

ANSI flange

Code for Impeller diameter

DNs

Dnd

a

h2

L

h1

G1

G2

m1

m2

n1

n2

b

s

D

LB

AD

AG

LL

BD

BA

2F

2E

H

Net Weight

Gross Weight

Volume

(hp)

(kw)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

lbs(kg)

lbs(kg)

ft³(m³)

6
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Single-stage end-suction pumps
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  Q (l/sec)

  

Q (l/min)   

   

0 50 100 150 200 250     Q (m
3
/h)

NPSH

h 84%

A Ø9.88"

B Ø9.37"

C Ø8.43"

Ø9.88"

Ø9.37"

Ø8.43"

77726762

83

80
77

72

80
83

67

LES 125-2505
6-pole, 60 Hz

ISO 9906 Annex A

Q (USgpm)

Q (USgpm)

Performance data at n=1150 rpm

Model
Power

kWHP

l/min

LES 125-2505C

LES 125-2505B

LES 125-2505A

H ft.

5.00

7.50

10.0

3.70

5.50

7.50

200

757

30.5

38.2

44.5

100

379

30.9

38.4

44.8

300

1136

30

37.7

44

400

1514

29.2

37

43.5

500

1893

27.6

35.8

42.4

600

2271

25.4

33.8

40.9

700

2650

22.4

31.3

38.5

800

3028

18.5

28

35.5

900

3407

14.1

24

31.6

1000 1100

3785 4164

-

19.1

27.2

-

-

22.2

USgpm.
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Technical data

Single-stage end-suction pumps

LES 125-3155
6-pole

10

7.5

256JM

125

D

6.00(150)

5.00(125)

5.51(140)

13.98(355)

11.10(282)

11.02(280)

8.94(227)

10.31(262)

7.87(200)

5.91(150)

19.69(500)

15.75(400)

3.94(100)

0.87(22)

6.25(159)

20.83(529)

9.49(241)

6.73(171)

5.98(152)

10.00(254)

4.25(108)

10.00(254)

10.00(254)

0.53(13.5)

500(227)

667(303)

21.33(0.604)

12.5

9.3

256JM

125

C

6.00(150)

5.00(125)

5.51(140)

13.98(355)

11.10(282)

11.02(280)

8.94(227)

10.31(262)

7.87(200)

5.91(150)

19.69(500)

15.75(400)

3.94(100)

0.87(22)

6.25(159)

20.83(529)

9.49(241)

6.73(171)

5.98(152)

10.00(254)

4.25(108)

10.00(254)

10.00(254)

0.53(13.5)

512(233)

679(309)

21.33(0.604)

15

11

284JM

125

B

6.00(150)

5.00(125)

5.51(140)

13.98(355)

11.10(282)

11.02(280)

8.94(227)

10.31(262)

7.87(200)

5.91(150)

19.69(500)

15.75(400)

3.94(100)

0.87(22)

7.00(178)

23.70(602)

11.57(294)

10.35(263)

7.68(195)

14.00(356)

4.76(121)

9.50(241)

11.00(279)

0.53(13.5)

692(314)

870(395)

24.05(0.681)

20

15

286JM

125

A

6.00(150)

5.00(125)

5.51(140)

13.98(355)

11.10(282)

11.02(280)

8.94(227)

10.31(262)

7.87(200)

5.91(150)

19.69(500)

15.75(400)

3.94(100)

0.87(22)

7.00(178)

25.24(641)

11.57(294)

10.35(263)

7.68(195)

14.00(356)

4.76(121)

11.00(279)

11.00(279)

0.53(13.5)

750(341)

928(422)

24.05(0.681)

Power

Frame

ANSI flange

Code for Impeller diameter

DNs

Dnd

a

h2

L

h1

G1

G2

m1

m2

n1

n2

b

s

D

LB

AD

AG

LL

BD

BA

2F

2E

H

Net Weight

Gross Weight

Volume

(hp)

(kw)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

lbs(kg)

lbs(kg)

ft³(m³)
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6-pole

Performance curves

Single-stage end-suction pumps
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Q (l/sec)

 

Q (l/min)   

   

0 50 100 150 200 250      Q (m
3
/h)

NPSH

 

h 79%

A Ø12.95"

B Ø11.85"

C Ø11.46"

D Ø10.59"

Ø12.95"

Ø11.85"
Ø11.46"

Ø10.59"

72
676252

77
78

78
77

72

67

62
52

LES 125-3155
6-pole, 60 Hz

ISO 9906 Annex A

Q (USgpm)

Q (USgpm)

Performance data at n=1150 rpm

Model
Power

kWHP

l/min

LES 125-3155D

LES 125-3155C

LES 125-3155B

LES 125-3155A

H ft.

10.0

12.5

15.0

20.0

7.50

9.30

11.0

15.0

300

1136

50.2

57.1

63.5

76

200

757

50.8

57.5

64.3

76.5

400

1514

49.3

56.1

62.5

75.4

500

1893

47.3

54.7

60.6

74.3

600

2271

44.3

52.1

58

72.4

700

2650

40

48.6

54.3

69.5

800

3028

35.1

44.2

50.2

65.6

900

3407

29

39

45

60.8

1000

3785

21.8

32.5

38.7

55.1

1100 1200

4164 4543

-

24.6

31.7

48.6

-

-

-

40.4

USgpm.

6
 P

O
L

E



152

Technical data

Single-stage end-suction pumps

LES 125-4005
6-pole

25

18.5

324JM

125

D

6.00(150)

5.00(125)

5.51(140)

15.75(400)

11.10(282)

12.40(315)

10.51(267)

11.77(299)

7.87(200)

5.91(150)

19.69(500)

15.75(400)

3.94(100)

0.87(22)

8.00(203)

27.09(688)

12.05(306)

10.35(263)

7.68(195)

14.00(356)

5.25(133)

10.50(267)

12.50(318)

0.66(17)

925(421)

1106(503)

24.48(0.693)

30

22

326JM

125

C

6.00(150)

5.00(125)

5.51(140)

15.75(400)

11.10(282)

12.40(315)

10.51(267)

11.77(299)

7.87(200)

5.91(150)

19.69(500)

15.75(400)

3.94(100)

0.87(22)

8.00(203)

27.09(688)

12.05(306)

10.35(263)

7.68(195)

14.00(356)

5.25(133)

12.00(305)

12.50(318)

0.66(17)

947(430)

1127(512)

24.48(0.693)

40

30

364JM

125

B

6.00(150)

5.00(125)

5.51(140)

15.75(400)

11.10(282)

12.40(315)

10.51(267)

11.77(299)

7.87(200)

5.91(150)

19.69(500)

15.75(400)

3.94(100)

0.87(22)

9.00(229)

27.56(700)

12.91(328)

10.35(263)

7.68(195)

14.00(356)

5.86(149)

11.25(286)

14.00(356)

0.66(17)

1088(494)

1288(585)

28.75(0.814)

50

37

365JM

125

A

6.00(150)

5.00(125)

5.51(140)

15.75(400)

11.10(282)

12.40(315)

10.51(267)

11.77(299)

7.87(200)

5.91(150)

19.69(500)

15.75(400)

3.94(100)

0.87(22)

9.00(229)

28.54(725)

12.91(328)

10.35(263)

7.68(195)

14.00(356)

5.86(149)

12.25(311)

14.00(356)

0.66(17)

1173(533)

1374(624)

28.75(0.814)

Power

Frame

ANSI flange

Code for Impeller diameter

DNs

Dnd

a

h2

L

h1

G1

G2

m1

m2

n1

n2

b

s

D

LB

AD

AG

LL

BD

BA

2F

2E

H

Net Weight

Gross Weight

Volume

(hp)

(kw)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

lbs(kg)

lbs(kg)

ft³(m³)

6
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LES 125-4005
6-pole

Performance curves

Single-stage end-suction pumps
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h 74%

A Ø16.30"

B Ø15.55"

C Ø14.69"

D Ø14.37"

Ø16.30"

Ø15.55"

Ø14.69"
Ø14.37"

57 62 64 67 71
73

73

71
67

64
62

57
52

52

LES 125-4005
6-pole, 60 Hz

ISO 9906 Annex A

Q (USgpm)

Q (USgpm)

Performance data at n=1150 rpm

Model
Power

kWHP

l/min

200

757

400

1514

600

2271

800

3028

1000

3785

1200

4543

1400

5300

LES 125-4005D

LES 125-4005C

LES 125-4005B

LES 125-4005A

H ft.

25.0

30.0

40.0

50.0

18.5

22.0

30.0

37.0

86.6

94.1

113

125.5

85.8

93.5

111.8

124.2

83.1

91

109.3

122.2

76.6

84.6

103.5

118.1

64.3

73.1

93

109.1

44.1

54.7

76.9

96.2

-

-

-

78.3

USgpm.
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Technical data

Single-stage end-suction pumps

LES 150-3155
6-pole

15

11

284JM

125

D

8.00(200)

6.00(150)

6.30(160)

15.75(400)

11.89(302)

11.02(280)

9.53(242)

11.30(287)

7.87(200)

5.91(150)

21.65(550)

17.72(450)

3.94(100)

0.87(22)

7.00(178)

23.70(602)

11.57(294)

10.35(263)

7.68(195)

14.00(356)

4.76(121)

9.50(241)

11.00(279)

0.53(13.5)

751(342)

963(438)

31.18(0.883)

20

15

286JM

125

C

8.00(200)

6.00(150)

6.30(160)

15.75(400)

11.89(302)

11.02(280)

9.53(242)

11.30(287)

7.87(200)

5.91(150)

21.65(550)

17.72(450)

3.94(100)

0.87(22)

7.00(178)

25.24(641)

11.57(294)

10.35(263)

7.68(195)

14.00(356)

4.76(121)

11.00(279)

11.00(279)

0.53(13.5)

810(368)

1021(464)

31.18(0.883)

25

18.5

324JM

125

B

8.00(200)

6.00(150)

6.30(160)

15.75(400)

11.89(302)

11.02(280)

9.53(242)

11.30(287)

7.87(200)

5.91(150)

21.65(550)

17.72(450)

3.94(100)

0.87(22)

8.00(203)

27.09(688)

12.05(306)

10.35(263)

7.68(195)

14.00(356)

5.25(133)

10.50(267)

12.50(318)

0.66(17)

926(421)

1124(511)

28.39(0.804)

30

22

326JM

125

A

8.00(200)

6.00(150)

6.30(160)

15.75(400)

11.89(302)

11.02(280)

9.53(242)

11.30(287)

7.87(200)

5.91(150)

21.65(550)

17.72(450)

3.94(100)

0.87(22)

8.00(203)

27.09(688)

12.05(306)

10.35(263)

7.68(195)

14.00(356)

5.25(133)

12.00(305)

12.50(318)

0.66(17)

952(433)

1150(523)

28.39(0.804)

Power

Frame

ANSI flange

Code for Impeller diameter

DNs

Dnd

a

h2

L

h1

G1

G2

m1

m2

n1

n2

b

s

D

LB

AD

AG

LL

BD

BA

2F

2E

H

Net Weight

Gross Weight

Volume

(hp)

(kw)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

lbs(kg)

lbs(kg)

ft³(m³)
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LES 150-3155
6-pole

Performance curves

Single-stage end-suction pumps
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h 83%

A Ø12.95"

B Ø12.32"

C Ø11.65"

D Ø10.75"

Ø12.95"

Ø12.32"

Ø11.65"

Ø10.75"

72625752

80
77

72

77 80

LES 150-3155
6-pole, 60 Hz

ISO 9906 Annex A

Q (USgpm)

Q (USgpm)

Performance data at n=1150 rpm

Model
Power

kWHP

l/min

LES 150-3155D

LES 150-3155C

LES 150-3155B

LES 150-3155A

H ft.

15.0

20.0

25.0

30.0

11.0

15.0

18.5

22.0

49.6

57.3

64.7

75.8

49.2

57.3

64.7

75.8

48.5

56.8

64.2

75.6

46.4

55.5

63

75

42.1

52.4

60.5

73.2

36

47.3

56.7

69.3

-

40

50.7

63.7

-

-

41.7

56.1

200

757

400

1514

600

2271

800

3028

1000

3785

1200

4543

1400 1600

5300 6057

USgpm.
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Technical data

Single-stage end-suction pumps

LES 150-4005
6-pole

30

22

326JM

125

D

8.00(200)

6.00(150)

6.30(160)

17.72(450)

11.89(302)

12.40(315)

10.98(279)

12.60(320)

7.87(200)

5.91(150)

21.65(550)

17.72(450)

3.94(100)

0.87(22)

8.00(203)

27.09(688)

12.05(306)

10.35(263)

7.68(195)

14.00(356)

5.25(133)

12.00(305)

12.50(318)

0.66(17)

997(453)

1215(552)

32.34(0.916)

40

30

364JM

125

C

8.00(200)

6.00(150)

6.30(160)

17.72(450)

11.89(302)

12.40(315)

10.98(279)

12.60(320)

7.87(200)

5.91(150)

21.65(550)

17.72(450)

3.94(100)

0.87(22)

9.00(229)

27.56(700)

12.91(328)

10.35(263)

7.68(195)

14.00(356)

5.86(149)

11.25(286)

14.00(356)

0.66(17)

1138(517)

1360(618)

33.71(0.955)

50

37

365JM

125

B

8.00(200)

6.00(150)

6.30(160)

17.72(450)

11.89(302)

12.40(315)

10.98(279)

12.60(320)

7.87(200)

5.91(150)

21.65(550)

17.72(450)

3.94(100)

0.87(22)

9.00(229)

28.54(725)

12.91(328)

10.35(263)

7.68(195)

14.00(356)

5.86(149)

12.25(311)

14.00(356)

0.66(17)

1224(556)

1446(657)

33.71(0.955)

60

45

404TC

125

A

8.00(200)

6.00(150)

6.30(160)

17.72(450)

18.94(481)

12.40(315)

10.98(279)

12.60(320)

7.87(200)

5.91(150)

21.65(550)

17.72(450)

3.94(100)

0.87(22)

10.00(254)

31.22(793)

16.30(414)

12.87(327)

9.45(240)

15.51(394)

6.62(168)

12.25(311)

16.00(406)

0.81(21)

1555(707)

1808(822)

41.58(1.178)

Power

Frame

ANSI flange

Code for Impeller diameter

DNs

Dnd

a

h2

L

h1

G1

G2

m1

m2

n1

n2

b

s

D

LB

AD

AG

LL

BD

BA

2F

2E

H

Net Weight

Gross Weight

Volume

(hp)

(kw)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

inch(mm)

lbs(kg)

lbs(kg)

ft³(m³)
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LES 150-4005
6-pole

Performance curves

Single-stage end-suction pumps
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h 79%

A Ø16.30"

B Ø15.39"

C Ø14.69"

D Ø13.66"

Ø16.30"

Ø15.39"

Ø14.69"

Ø13.66"

h 75%

53 58 63 68 74
77

77
74

58
68

63

53

LES 150-4005
6-pole, 60 Hz

ISO 9906 Annex A

Q (USgpm)

Q (USgpm)

Performance data at n=1150 rpm

Model
Power

kWHP

l/min

LES 150-4005D

LES 150-4005C

LES 150-4005B

LES 150-4005A

H ft.

30.0

40.0

50.0

60.0

22.0

30.0

37.0

45.0

84.1

97.4

108

128

83.5

96.8

107.7

128

82.6

95.9

106.7

127.7

80.2

93.7

105.1

126

75.7

89.6

101.5

123

68.2

83.1

96

118.8

58.6

73.5

88

111.7

45.4

61.4

77.1

101.5

-

-

63.2

88.8

200

757

400

1514

600

2271

800

3028

1000

3785

1200

4543

1400 1600 1800

5300 6057 6814

USgpm.
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Counter flange Product
number

ØD

ØD

ØC ØB ØA

ØD

ØC ØB ØA

ØD

ØC ØB ØA

ØC ØB ØA

Flange
 size

Description A B C
Pipework

connection

ANSI 125

ANSI 250

PN 16

PN 25

ANSI 125

ANSI 250

PN 16

PN 25

ANSI 125

ANSI 250

PN 16

PN 25

ANSI 125

ANSI 250

PN 16

PN 25

ANSI 125

ANSI 250

PN 16

PN 25

ANSI 125

ANSI 250

PN 16

PN 25

ANSI 125

ANSI 250

PN 16

PN 25

ANSI 125

ANSI 250

PN 16

PN 25

1¼

 1½

 2

 2½

Threaded

For welding

Threaded

For welding

Threaded

For welding

Threaded

For welding

Ø4.53

Ø5.31

Ø5.51

Ø5.51

Ø4.53

Ø5.31

Ø5.51

Ø5.51

Ø4.92

Ø6.10

Ø5.91

Ø5.91

Ø4.92

Ø6.10

Ø5.91

Ø5.91

Ø5.91

Ø6.50

Ø6.50

Ø6.50

Ø5.91

Ø6.50

Ø6.50

Ø6.50

Ø7.09

Ø7.48

Ø7.28

Ø7.28

Ø7.09

Ø7.48

Ø7.28

Ø7.28

Ø3.50

Ø3.86

Ø3.94

Ø3.94

Ø3.50

Ø3.86

Ø3.94

Ø3.94

Ø3.86

Ø4.49

Ø4.33

Ø4.33

Ø3.86

Ø4.49

Ø4.33

Ø4.33

Ø4.76

Ø5.00

Ø4.92

Ø4.92

Ø4.76

Ø5.00

Ø4.92

Ø4.92

Ø5.51

Ø5.87

Ø5.71

Ø5.71

Ø5.51

Ø5.87

Ø5.71

Ø5.71

-

Ø3.07

Ø3.07

Ø3.07

-

Ø3.07

Ø3.07

Ø3.07

-

Ø3.58

Ø3.46

Ø3.46

-

Ø3.58

Ø3.46

Ø3.46

-

Ø4.17

Ø4.02

Ø4.02

-

Ø4.17

Ø4.02

Ø4.02

-

Ø4.92

Ø4.80

Ø4.80

-

Ø4.92

Ø4.80

Ø4.80

Ø0.62X4

Ø0.75X4

Ø0.70X4

Ø0.70X4

Ø0.62X4

Ø0.75X4

Ø0.70X4

Ø0.70X4

Ø0.62X4

Ø0.87X4

Ø0.70X4

Ø0.70X4

Ø0.62X4

Ø0.87X4

Ø0.70X4

Ø0.70X4

Ø0.75X4

Ø0.75X8

Ø0.70X4

Ø0.70X4

Ø0.75X4

Ø0.75X8

Ø0.70X4

Ø0.70X4

Ø0.75X4

Ø0.87X8

Ø0.70X4

Ø0.70X8

Ø0.75X4

Ø0.87X8

Ø0.70X4

Ø0.70X8

0323T*

0324T*

0321T*

0322T*

0323W*

0324W*

0321W*

0322W*

0403T*

0404T*

0401T*

0402T*

0403W*

0404W*

0401W*

0402W*

0503T*

0504T*

0501T*

0502T*

0503W*

0504W*

0501W*

0502W*

0653T*

0654T*

0651T*

0652T*

0653W*

0654W*

0651W*

0652W*

 1¼ NPT

1¼

 1½ BSP**

1½ 

 2 BSP**

2 

 2½ BSP**

2½ 

1¼ BSP**

 1½ NPT

 2 NPT

 2½ NPT

ØDxQty.

of Holes

Accessories

LESSingle-stage end-suction pumps

158

Counter flanges
Cast iron pumps (version-A,B,C,D)
For threaded connection, flanges are made of cast iron.
For welding connection, flanges are made of carbon steel.

CF-8 & Bronze pumps (version-E,F)
For threaded connection, flanges are made of CF-8.
For welding connection, flanges are made of AISI 304.

CF-8M pumps (version-G)
For threaded connection, flanges are made of CF-8M.
For welding connection, flanges are made of AISI 316.

A set of consist on one counter flange, one gasket of rubber
material and the requisite number of bolts and nuts.



* Add a subscript as per following example to part number.
0321TCI for cast iron flanges.
0321TS1 for S.S 304 flanges.
0321TS2 for S.S 316 flanges.
0321WCS for carbon steel flanges.

NPT threaded flanges are also available on request.** NPT threaded flanges are also available on request.
All dimensions in inches unless otherwise noted.

**

Counter flange Product
number

Flange
 size

Description A
ØDxQty.

of Holes
B C

Pipework
connection

ANSI 125

ANSI 250

PN 16

PN 25

ANSI 125

ANSI 250

PN 16

PN 25

ANSI 125

ANSI 250

PN 16

PN 25

ANSI 125

ANSI 250

PN 16

PN 25

ANSI 125

ANSI 250

PN 16

PN 25

ANSI 125

ANSI 250

PN 16

PN 25

ANSI 125

ANSI 250

PN 16

PN 25

ANSI 125

ANSI 250

PN 16

PN 25

ANSI 125

ANSI 250

PN 16

PN 25

ANSI 125

ANSI 250

PN 16

PN 25

 3

 4

 5

Threaded

For welding

Threaded

For welding

Threaded

For welding

Ø7.48

Ø8.27

Ø7.87

Ø7.87

Ø7.48

Ø8.27

Ø7.87

Ø7.87

Ø9.06

Ø10.04

Ø9.25

Ø9.25

Ø9.06

Ø10.04

Ø9.25

Ø9.25

Ø10.04

Ø11.02

Ø10.63

Ø10.63

Ø10.04

Ø11.02

Ø10.63

Ø10.63

Ø11.02

Ø12.60

Ø11.81

Ø11.81

Ø11.02

Ø12.60

Ø11.81

Ø11.81

Ø13.58

Ø14.96

Ø14.17

Ø14.17

Ø13.58

Ø14.96

Ø14.17

Ø14.17

Ø5.98

Ø6.61

Ø6.30

Ø6.30

Ø5.98

Ø6.61

Ø6.30

Ø6.30

Ø7.52

Ø7.87

Ø7.09

Ø7.48

Ø7.52

Ø7.87

Ø7.09

Ø7.48

Ø8.50

Ø9.25

Ø8.27

Ø8.66

Ø8.50

Ø9.25

Ø8.27

Ø8.66

Ø9.49

Ø10.63

Ø9.45

Ø9.84

Ø9.49

Ø10.63

Ø9.45

Ø9.84

Ø11.77

Ø12.99

Ø11.61

Ø12.20

Ø11.77

Ø12.99

Ø11.61

Ø12.20

-

Ø5.67

Ø5.43

Ø5.43

-

Ø5.67

Ø5.43

Ø5.43

-

Ø6.93

Ø6.22

Ø6.22

-

Ø6.93

Ø6.22

Ø6.22

-

Ø8.31

Ø7.40

Ø7.40

-

Ø8.31

Ø7.40

Ø7.40

-

Ø9.69

Ø8.35

Ø8.35

-

Ø9.69

Ø8.35

Ø8.35

-

Ø11.93

Ø10.55

Ø10.55

-

Ø11.93

Ø10.55

Ø10.55

Ø0.75X4

Ø0.87X8

Ø0.70X8

Ø0.70X8

Ø0.75X4

Ø0.87X8

Ø0.70X8

Ø0.70X8

Ø0.75X8

Ø0.87X8

Ø0.70X8

Ø0.86X8

Ø0.75X8

Ø0.87X8

Ø0.70X8

Ø0.86X8

Ø0.87X8

Ø0.87X8

Ø0.70X8

Ø0.98X8

Ø0.87X8

Ø0.87X8

Ø0.70X8

Ø0.98X8

Ø0.87X8

Ø0.87X12

Ø0.86X8

Ø0.98X8

Ø0.87X8

Ø0.87X12

Ø0.86X8

Ø0.98X8

Ø0.87X8

Ø1.37X12

Ø0.86X12

Ø0.98X12

Ø0.87X8

Ø1.37X12

Ø0.86X12

Ø0.98X12

 3 BSP**

3 

 4  BSP**

4 

 5  BSP**

5 

0803T*

0804T*

0801T*

0802T*

0803W*

0804W*

0801W*

0802W*

1003T*

1004T*

1001T*

1002T*

1003W*

1004W*

1001W*

1002W*

1253T*

1254T*

1251T*

1252T*

1253W*

1254W*

1251W*

1252W*

1503T*

1504T*

1501T*

1502T*

1503W*

1504W*

1501W*

1502W*

2003T*

2004T*

2001T*

2002T*

2003W*

2004W*

2001W*

2002W*

 6

Threaded

For welding

 6  BSP**

6 

ØD

ØC ØB ØA

ØD

ØC ØB ØA

ØD

ØC ØB ØA

ØD

ØC ØB ØA

ØD

ØC ØB ØA  8

Threaded

For welding

 8  BSP**

8 

3 NPT

 4  NPT

 5  NPT

 6  NPT

 8  NPT
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Lubi Electricals Limited.

Sales Enquiries: expsales@lubipumps.com mktsales@lubipumps.com, 

www.lubipumps.com

Near Kalyan Mills, Naroda Road, Ahmedabad-380 025.INDIA
Phone : +91 - 79 - 22204711 - 18 (8 Lines) Fax No. :+91 - 79 - 22200660.

Product Improvement is a continuous process at ‘LUBI’. The data given in this publication is therefore subject to revision.


